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ZQI Cross Connections (Potential Distribution)
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Type

ZQI 2,5/2

ZQI 2,5/3

ZQI 2,5/4

ZQI 2,5/5

ZQI 2,5/6

ZQI 2,5/7

ZQI 2,5/8

ZQI 2,5/9

ZQI 2,5/10

max.

voltage

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

max.

current

24 A

24 A

24 A

24 A

24 A

24 A

24 A

24 A

24 A

Qty.

p.

pck.

50

50

20

20

20

20

10

10

10

Cat. no.

yellow

3710.8

3711.8

3712.8

3713.8

3714.8

3715.8

3716.8

3717.8

3718.8

Cat. no.

red

3710.9

3711.9

3712.9

3713.9

3714.9

3715.9

3716.9

3717.9

3718.9

Cat. no.

blue

3710.5

3711.5

3712.5

3713.5

3714.5

3715.5

3716.5

3717.5

3718.5

Cat. no.

black

3710.4

3711.4

3712.4

3713.4

3714.4

3715.4

3716.4

3717.4

3718.4

ZQI 2,5/... ZQI 4/...

For terminal ZSRK 2,5... / ZRK 2,5... / ZRKD 2,5... / ZIKD 2,5... / ZTRK 2,5... / ZIZA 1,5...

Type

ZQI 4/2

ZQI 4/3

ZQI 4/4

ZQI 4/5

ZQI 4/6

ZQI 4/7

ZQI 4/8

ZQI 4/9

ZQI 4/10

max.

voltage

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

max.

current

32 A

32 A

32 A

32 A

32 A

32 A

32 A

32 A

32 A

Qty.

p.

pck.

50

50

20

20

20

20

10

10

10

Cat. no.

yellow

3720.8

3721.8

3722.8

3723.8

3724.8

3725.8

3726.8

3727.8

3728.8

Cat. no.

red

3720.9

3721.9

3722.9

3723.9

3724.9

3725.9

3726.9

3727.9

3728.9

Cat. no.

blue

3720.5

3721.5

3722.5

3723.5

3724.5

3725.5

3726.5

3727.5

3728.5

Cat. no.

black

3720.4

3721.4

3722.4

3723.4

3724.4

3725.4

3726.4

3727.4

3728.4

For terminal ZRK 4...

Type

AQI 2/5/15

max.

voltage

-

max.

current

24 A

Qty.

p.

pck.

50

Cat. no.

beige

2023.0

Type

AQI 3/5/15

max.

voltage

-

Smax.

current

24 A

Qty.

p.

pck.

50

Cat. no.

beige

2024.0

AQI 2/5/15 AQI 3/5/15

For terminal ZSRK 2,5... | ZRK 2,5... | ZRKD 2,5... | ZIKD 2,5... | ZTRK 2,5... | ZIZA 1,5... For terminal ZSRK 2,5... | ZRK 2,5... | ZRKD 2,5... | ZIKD 2,5... | ZTRK 2,5... | ZIZA 1,5...

Overview of the cross connections available in the ten-

sion spring connection system.

Up to 20 terminal blocks can be connected to each other

individually with the cross connectors listed here. Besides

its flexibility, this system is distinguished by savings in the

assembly time and the associated reduction in costs. ZQI

2,5/99 is a high-pole plug-in cross connector for all spring

terminals in the 2.5 mm2 cross section range. The insulation is

connected permanently to the comb or in such a way that it

cannot be lost. The ZQI 2,5/99 comprises 99 poles, the

number of which you can reduce to your individual need

using a suitable cutting tool. With the vertical cross connec-

tor ZVQI 2,5, the levels of the ZRKD and ZIKD can be con-

nected electrically by plugging in. When the vertical cross

connector is inserted, an additional cross connection to the

adjacent terminal blocks can be made. 

Insulated external cross connectors

External cross connecting bridges allow the potential to be

branched at terminal blocks which have no internal cross

connection channel. The AQI is an external cross connector

coated in polyamide 6.6.

When external cross connections are used, the nominal cross

section is reduced to the next smallest conductor. 
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ZQI Cross Connections (Potential Distribution)
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Type

ZQI 6/2

ZQI 6/3

ZQI 6/4

ZQI 6/5

ZQI 6/6

ZQI 6/7

ZQI 6/8

ZQI 6/9

ZQI 6/10

max.

voltage

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

max.

current

41 A

41 A

41 A

41 A

41 A

41 A

41 A

41 A

41 A

Qty.

p.

pck.

50

50

20

20

20

20

10

10

10

Cat. no.

yellow

3763.8

3764.8

3765.8

3766.8

3767.8

3768.8

3769.8

3770.8

3771.8

ZQI 6/…

For terminal ZRK 6…

Type 

ZQI 10/2

max.

voltage

800 V

max.

current

57 A

Qty.

p.

pck.

20

Cat. no.

yellow

3789.8

For terminal ZRK 10…

Type 

ZQI 16/2

max.

voltage

800 V

max.

current

76 A

Qty.

p.

pck.

20

Cat. no.

yellow

3800.8

For terminal ZRK 16…

ZQI 10/… ZQI 16/…

Type 

ZQI 2,5/99

max.

voltage

800 V

max.

current

24 A

Qty.

p.

pck.

1

Cat. no.

yellow

3719.8

ZQI 2,5/99

For terminal ZSRK 2,5… | ZRK 2,5

Type 

ZVQI 2,5

max.

voltage

800 V

max.

current

24 A

Qty.

p.

pck.

20

Cat. no.

orange

3744.2

For terminal ZRKD 2,5 | ZIKD 2,5 

ZVQI 2,5/…
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Accessories Specific to the Tension Spring Connection System

ZQI Cross Connections (Potential Distribution)
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Input by

ZRK 2,5/2A (3500...)

ZRK 2,5/3A (3501...)

ZRK 2,5/4A (3502...)

ZRK 4/2A (3515...)

ZRK 4/3A (3516...)

ZRK 4/4A (3517...)

ZRK 6/2A (3581...)

ZRK 10/2A (3597...)

ZRK 16/2A (3636...)

Outgoing unit

ZRK 2,5/2A (3500...)

ZRK 2,5/3A (3501...)

ZRK 2,5/4A (3502...)

ZRK 4/2A (3515...)

ZRK 4/3A (3516...)

ZRK 4/4A (3517...)

ZRK 6/2A (3581...)

ZRK 2,5/2A (3500...)

ZRK 2,5/3A (3501...)

ZRK 2,5/4A (3502...)

ZRK 4/2A (3515...)

ZRK 4/3A (3516...)

ZRK 4/4A (3517...)

ZRK 6/2A (3581...)

ZRK 2,5/2A (3500...)

ZRK 2,5/3A (3501...)

ZRK 2,5/4A (3502...)

ZRK 4/2A (3515...)

ZRK 4/3A (3516...)

ZRK 4/4A (3517...)

ZRK 6/2A (3581...)

ZRK 2,5/2A (3500...)

ZRK 2,5/3A (3501...)

ZRK 2,5/4A (3502...)

ZRK 4/2A (3515...)

ZRK 4/3A (3516...)

ZRK 4/4A (3517...)

ZRK 6/2A (3581...)

ZRK 2,5/2A (3500...)

ZRK 2,5/3A (3501...)

ZRK 2,5/4A (3502...)

ZRK 4/2A (3515...)

ZRK 4/3A (3516...)

ZRK 4/4A (3517...)

ZRK 6/2A (3581...)

ZRK 2,5/2A (3500...)

ZRK 2,5/3A (3501...)

ZRK 2,5/4A (3502...)

ZRK 4/2A (3515...)

ZRK 4/3A (3516...)

ZRK 4/4A (3517...)

ZRK 6/2A (3581...)

ZRK 2,5/2A (3500...)

ZRK 2,5/3A (3501...)

ZRK 2,5/4A (3502...)

ZRK 4/2A (3515...)

ZRK 4/3A (3516...)

ZRK 4/4A (3517...)

ZRK 6/2A (3581...)

ZRK 2,5/2A (3500...)

ZRK 2,5/3A (3501...)

ZRK 2,5/4A (3502...)

ZRK 4/2A (3515...)

ZRK 4/3A (3516...)

ZRK 4/4A (3517...)

ZRK 6/2A (3581...)

ZRK 10/2A (3597...)

ZRK 2,5/2A (3500...)

ZRK 2,5/3A (3501...)

ZRK 2,5/4A (3502...)

ZRK 4/2A (3515...)

ZRK 4/3A (3516...)

ZRK 4/4A (3517...)

ZRK 6/2A (3581...)

ZRK 10/2A (3597...)

ZRK 16/2A (3636...)

Input

at the start LH

ZQI 2,5/...

ZQI 2,5/...

ZQI 2,5/...

ZQI 4/...

ZQI 4/...

ZQI 4/...

ZQI 4/2

not possible

ZQI 2,5/...

ZQI 2,5/...

not possible

ZQI 4/...

ZQI 4/...

not possible

not possible

not possible

ZQI 2,5/...

not possible

not possible

ZQI 4/...

not possible

ZQI 2,5/...

ZQI 2,5/...

ZQI 2,5/...

ZQI 4/...

ZQI 4/...

ZQI 4/...

ZQI 4/2

not possible

ZQI 2,5/...

ZQI 2,5/...

not possible

ZQI 4/...

ZQI 4/...

not possible

not possible

not possible

ZQI 2,5/...

not possible

not possible

ZQI 4/...

not possible

ZQI 2,5/...

ZQI 2,5/...

ZQI 2,5/...

ZQI 4/...

ZQI 4/...

ZQI 4/...

ZQI 6/...

not possible

not possible

not possible

not possible

not possible

not possible

ZQI 6/...

ZQI 10/2

not possible

not possible

not possible

not possible

not possible

not possible

ZQI 6/...

ZQI 10/2

ZQI 16/2

Input

at the start RH

not possible

not possible

ZQI 2,5/2

not possible

not possible

ZQI 4/2

ZQI 2,5/...

ZQI 2,5/...

not possible

ZQI 2,5/2

ZQI 2,5/2

not possible

ZQI 4/2

ZQI 2,5/...

ZQI 2,5/...

ZQI 2,5/...

ZQI 2,5/2

ZQI 2,5/2

ZQI 2,5/2

ZQI 4/2

ZQI 4/2

not possible

not possible

ZQI 4/...

not possible

not possible

ZQI 4/2

ZQI 4/2

ZQI 4/2

not possible

ZQI 4/...

ZQI 4/...

not possible

ZQI 4/2

ZQI 4/2

ZQI 4/2

ZQI 4/2

ZQI 4/...

ZQI 4/...

ZQI 4/...

ZQI 4/2

ZQI 4/2

not possible

not possible

ZQI 4/...

not possible

not possible

ZQI6,0/...

ZQI 2,5/... remove every 2nd contact element!

ZQI 2,5/... remove every 2nd contact element!

ZQI 2,5/... remove every 2nd contact element!

not possible

not possible

not possible

ZQI 6,0/...

ZQI 10/2

ZQI 2,5/... remove every 2nd contact element!

ZQI 2,5/... remove every 2nd contact element!

ZQI 2,5/... remove every 2nd contact element!

ZQI 4/... remove every 2nd contact element!

ZQI 4/... remove every 2nd contact element!

ZQI 4/... remove every 2nd contact element!

ZQI 10/2

ZQI 16/2

ZQI 16/2

Cross connectors and input facilities to be used
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ZQI 2,5/…

Type

ZQI 2,5/2

ZQI 2,5/3

ZQI 2,5/4

ZQI 2,5/5

ZQI 2,5/6

ZQI 2,5/7

ZQI 2,5/8

ZQI 2,5/9

ZQI 2,5/10

ZQI 4/2

ZQI 4/3

ZQI 4/4

ZQI 4/5

ZQI 4/6

ZQI 4/7

ZQI 4/8

ZQI 4/9

ZQI 4/10

max. voltage

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

800 V

max. current

24 A

24 A

24 A

24 A

24 A

24 A

24 A

24 A

24 A

32 A

32 A

32 A

32 A

32 A

32 A

32 A

32 A

32 A

Qty. p. pck.

50

50

20

20

20

20

10

10

10

50

50

20

20

20

20

10

10

10

Cat. no. yellow

3710.8

3711.8

3712.8

3713.8

3714.8

3715.8

3716.8

3717.8

3718.8

3720.8

3721.8

3722.8

3723.8

3724.8

3725.8

3726.8

3727.8

3728.8

Cat. no. red

3710.9

3711.9

3712.9

3713.9

3714.9

3715.9

3716.9

3717.9

3718.9

3720.9

3721.9

3722.9

3723.9

3724.9

3725.9

3726.9

3727.9

3728.9

Cat. no. blue

3710.5

3711.5

3712.5

3713.5

3714.5

3715.5

3716.5

3717.5

3718.5

3720.5

3721.5

3722.5

3723.5

3724.5

3725.5

3726.5

3727.5

3728.5

Cat. no. black

3710.4

3711.4

3712.4

3713.4

3714.4

3715.4

3716.4

3717.4

3718.4

3720.4

3721.4

3722.4

3723.4

3724.4

3725.4

3726.4

3727.4

3728.4

With the following cros connectors ZQI 2.5 | ZQI 4 up to 25 terminal blocks can be connected individually. Less assemly time

and thus a reduction of costs together with increased flexibility are the main features of this system.

Accessories Specific to the Tension Spring Connection System

Cross connections ZQI 2,5 | ZQI 4 (Potential distribution) / Colour variants



Type

ZSRK 2,5/2A/15 beige

ZSRK 2,5/2A/15 blue

ZSRK 2,5/2A/15 orange

ZSRK 2,5/2A/15 green

ZSRK 2,5/2A/15 red

ZSRK 2,5/2A/15 yellow

ZSRK 2,5/3A/15 beige

ZSRK 2,5/3A/15 blue

ZSRK 2,5/3A/15 orange

ZSRK 2,5/3A/15 green

ZSRK 2,5/3A/15 red

ZSRK 2,5/3A/15 yellow

ZSRK 2,5/2A beige

ZSRK 2,5/2A  blue

ZSRK 2,5/2A  orange

ZSRK 2,5/2A  green

ZSRK 2,5/2A  red

ZSRK 2,5/2A  yellow

ZSRK 2,5/3A beige

ZSRK 2,5/3A  blue

ZSRK 2,5/3A  orange

ZSRK 2,5/3A  green

ZSRK 2,5/3A  red

ZSRK 2,5/3A  yellow

ZSRK 2,5/2A/D beige

ZSRK 2,5/2A/D blue

ZSRK 2,5/2A/D orange

ZSRK 2,5/2A/D green

ZSRK 2,5/2A/D red

ZSRK 2,5/2A/D yellow

ZSRK 2,5/2A/RC beige

ZSRK 2,5/2A/RC blue

ZSRK 2,5/2A/RC orange

ZSRK 2,5/2A/RC green

ZSRK 2,5/2A/RC red

ZSRK 2,5/2A/RC yellow

ZRK 2,5/2A beige

ZRK 2,5/2A  blue

ZRK 2,5/2A  orange

ZRK 2,5/2A  green

ZRK 2,5/2A  red

ZRK 2,5/2A yellow

ZRK 2,5/3A beige

ZRK 2,5/3A  blue

ZRK 2,5/3A  orange

ZRK 2,5/3A  green

ZRK 2,5/3A  red

ZRK 2,5/3A yellow

ZRK 2,5/4A beige

ZRK 2,5/4A  blue

ZRK 2,5/4A  orange

ZRK 2,5/4A green

ZRKD 2,5 beige

ZRKD 2,5 blue

ZRKD 2,5 orange

ZRKD 2,5 green

ZRKD 2,5 red

ZRKD 2,5 yellow

Cat. no.

3585.2

3585.5

3585.3

3585.1

3585.9

3585.8

3599.2

3599.5

3599.3

3599.1

3599.9

3599.8

3583.2

3583.5

3583.3

3583.1

3583.9

3583.8

3600.2

3600.5

3600.3

3600.1

3600.9

3600.8

3588.2

3588.5

3588.3

3588.1

3588.9

3588.8

3587.2

3587.5

3587.3

3587.1

3587.9

3587.8

3500.2

3500.5

3500.3

3500.1

3500.9

3500.8

3501.2

3501.5

3501.3

3501.1

3501.9

3501.8

3502.2

3502.5

3502.3

3502.1

3562.2

3562.5

3562.3

3562.1

3562.9

3562.8

Colour

beige

blue

orange

green 

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange 

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

beige

blue

orange

green

red

yellow

Qty. p. pck.

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

Techn. Data

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 30

see page 54

see page 54

see page 54

see page 54

see page 54

see page 54

see page 54

see page 54

see page 54

see page 54

see page 54

see page 54

see page 31

see page 31

see page 31

see page 31

see page 31

see page 31

see page 31

see page 31

see page 31

see page 31

see page 31

see page 31

see page 31

see page 31

see page 31

see page 31

see page 38

see page 38

see page 38

see page 38

see page 38

see page 38
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Tension Spring Connection System Colour Variations

6666

The following colour variations are standard colour variations. Upon

request, individual colour variations can also be obtained, provided that

the defined minimum purchasing quantity is observed.

Type

ZRKD 2,5 SV beige

ZRKD 2,5 SV blue

ZRKD 2,5 SV orange

ZIKD 2,5 beige

ZIKD 2,5 blue

ZIKD 2,5 orange

ZIKD 2,5 green

ZTRK 2,5/2A/MT beige

ZTRK 2,5/2A/MT blue

ZTRK 2,5/2A/MT orange

ZTRK 2,5/3A/MT beige

ZTRK 2,5/3A/MT blue

ZTRK 2,5/3A/MT orange

ZTRK 2,5/4A/MT beige

ZTRK 2,5/4A/MT blue

ZTRK 2,5/4A/MT orange

ZTRK 2,5/2A/OT beige

ZTRK 2,5/2A/OT blue

ZTRK 2,5/2A/OT orange

ZTRK 2,5/3A/OT beige

ZTRK 2,5/3A/OT blue

ZTRK 2,5/3A/OT orange

ZTRK 2,5/4A/OT beige

ZTRK 2,5/4A/OT blue

ZTRK 2,5/4A/OT orange

ZVMAK 2,5 beige

ZVMAK 2,5 blue

ZRK 4/2A beige

ZRK 4/2A blue

ZRK 4/2A orange

ZRK 4/2A green

ZRK 4/2A red

ZRK 4/2A yellow

ZRK 4/3A beige

ZRK 4/3A blue

ZRK 4/3A orange

ZRK 4/3A green

ZRK 4/3A red

ZRK 4/3A yellow

ZRK 4/4 beige

ZRK 4/4 blue

ZRK 4/4 orange

ZRK 4/4 green

ZRK 6/2A beige

ZRK 6/2A blue

ZRK 6/2A orange

ZRK 6/2A green

ZRK 10/2A beige

ZRK 10/2A blue

ZRK 10/2A orange

ZRK 10/2A green

ZRK 16/2A beige

ZRK 16/2A blue

ZRK 16/2A orange

ZRK 16/2A green

Cat. no.

3563.2

3563.5

3563.3

3590.2

3590.5

3590.3

3590.1

3603.2

3603.5

3603.3

3604.2

3604.5

3604.3

3605.2

3605.5

3605.3

3609.2

3609.5

3609.3

3610.2

3610.5

3610.3

3611.2

3611.5

3611.3

3582.2

3582.5

3515.2

3515.5

3515.3

3515.1

3515.9

3515.8

3516.2

3516.5

3516.3

3516.1

3516.9

3516.8

3517.2

3517.5

3517.3

3517.1

3581.2

3581.5

3581.3

3581.1

3597.2

3597.5

3597.3

3597.1

3636.2

3636.5

3636.3

3636.1

Colour

beige

blue

orange

beige

blue

orange

green

beige

blue

orange

beige

blue

orange

beige

blue

orange

beige

blue

orange

beige

blue

orange

beige

blue

orange

beige

blue

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

beige

blue

orange

green

beige

blue

orange

green

beige

blue

orange

green

Qty. p. pck.

100

100

100

50

50

50

50

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

50

50

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

50

50

50

50

50

50

50

50

Techn. Data
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End plates for direct mounting of terminal blocks (catch clip) ZSRK/ZSLN (RC)

End plates for standard compact terminal blocks ZSRK/ZSLN 

End plates for standard terminal blocks  ZRK/ZSL

Accessories Specific to the Tension Spring Connection System

End Plates / Visual Division

6767

Type

ZAP-SR/RC beige

ZAP-SR/RC blue

ZAP-SR/RC orange

ZAP-SR/RC green

ZAP-SR/RC red

ZAP-SR/RC yellow

Cat. no.

3758.2

3758.5

3758.3

3758.1

3758.9

3758.8

Colour

beige

blue

orange

green

red

yellow

Width 

5 mm

5 mm

5 mm

5 mm

5 mm

5 mm

Qty. p. Pck.

50

50

50

50

50

50

For terminal

ZSRK 2,5/2A/RC | ZSLN 2,5/2A/RC

ZSRK 2,5/2A/RC | ZSLN 2,5/2A/RC

ZSRK 2,5/2A/RC | ZSLN 2,5/2A/RC

ZSRK 2,5/2A/RC | ZSLN 2,5/2A/RC

ZSRK 2,5/2A/RC | ZSLN 2,5/2A/RC

ZSRK 2,5/2A/RC | ZSLN 2,5/2A/RC

Type

ZAP-SR beige

ZAP-SR blue

ZAP-SR orange

ZAP-SR green

ZAP-SR red

ZAP-SR yellow

ZAP-SR 3A/15 beige

ZAP-SR 3A/15 blue

ZAP-SR 3A/15 orange

ZAP-SR 3A/15 green

ZAP-SR 3A/15 red

ZAP-SR 3A/15 yellow

ZAP-SR 3A/35 beige

ZAP-SR 3A/35 blue

ZAP-SR 3A/35 orange

ZAP-SR 3A/35 green

ZAP-SR 3A/35 red

ZAP-SR 3A/35 yellow

Cat. no.

3757.2

3757.5

3757.3

3757.1

3757.9

3757.8

3794.2

3794.5

3794.3

3794.1

3794.9

3794.8

3795.2

3795.5

3795.3

3795.1

3795.9

3795.8

Colour 

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

Width 

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

Qty. p. Pck.

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

For terminal

ZSRK 2,5/2A | ZSLN 2,5/2A

ZSRK 2,5/2A | ZSLN 2,5/2A

ZSRK 2,5/2A | ZSLN 2,5/2A

ZSRK 2,5/2A | ZSLN 2,5/2A

ZSRK 2,5/2A | ZSLN 2,5/2A

ZSRK 2,5/2A | ZSLN 2,5/2A

ZSRK 2,5/3A/15 | ZSLN 2,5/3A/15

ZSRK 2,5/3A/15 | ZSLN 2,5/3A/15

ZSRK 2,5/3A/15 | ZSLN 2,5/3A/15

ZSRK 2,5/3A/15 | ZSLN 2,5/3A/15

ZSRK 2,5/3A/15 | ZSLN 2,5/3A/15

ZSRK 2,5/3A/15 | ZSLN 2,5/3A/15

ZSRK 2,5/3A/35 | ZSLN 2,5/3A/35 

ZSRK 2,5/3A/35 | ZSLN 2,5/3A/35

ZSRK 2,5/3A/35 | ZSLN 2,5/3A/35

ZSRK 2,5/3A/35 | ZSLN 2,5/3A/35

ZSRK 2,5/3A/35 | ZSLN 2,5/3A/35

ZSRK 2,5/3A/35 | ZSLN 2,5/3A/35

Type

ZAP 2,5/2A beige

ZAP 2,5/2A blue

ZAP 2,5/2A orange

ZAP 2,5/2A green

ZAP 2,5/2A red

ZAP 2,5/2A yellow

ZAP 2,5/3A beige

ZAP 2,5/3A blue

ZAP 2,5/3A orange

ZAP 2,5/3A green

ZAP 2,5/3A red

ZAP 2,5/3A yellow

ZAP 2,5/4A beige

ZAP 2,5/4A blue

ZAP 2,5/4A orange

ZAP 2,5/4A green

ZAP 2,5/4A yellow

ZAP 2,5/4A red

ZAP 4/2A beige

ZAP 4/2A blue

ZAP 4/2A orange

ZAP 4/2A green

ZAP 4/2A red

ZAP 4/2A yellow

Cat. no.

3700.2

3700.5

3700.3

3700.1

3700.9

3700.8

3701.2

3701.5

3701.3

3701.1

3701.9

3701.8

3702.2

3702.5

3702.3

3702.1

3702.8

3702.9

3703.2

3703.5

3703.3

3703.1

3703.9

3703.8

Colour 

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

yellow

red

beige

blue

orange

green

red

yellow

Width

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

Qty. p. Pck.

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

50

For terminal

ZRK 2,5/2A | ZSL 2,5/2A

ZRK 2,5/2A | ZSL 2,5/2A

ZRK 2,5/2A | ZSL 2,5/2A

ZRK 2,5/2A | ZSL 2,5/2A

ZRK 2,5/2A | ZSL 2,5/2A

ZRK 2,5/2A | ZSL 2,5/2A

ZRK 2,5/3A | ZSL 2,5/3A

ZRK 2,5/3A | ZSL 2,5/3A

ZRK 2,5/3A | ZSL 2,5/3A

ZRK 2,5/3A | ZSL 2,5/3A

ZRK 2,5/3A | ZSL 2,5/3A

ZRK 2,5/3A | ZSL 2,5/3A

ZRK 2,5/4A | ZSL 2,5/4A

ZRK 2,5/4A | ZSL 2,5/4A

ZRK 2,5/4A | ZSL 2,5/4A

ZRK 2,5/4A | ZSL 2,5/4A

ZRK 2,5/4A | ZSL 2,5/4A

ZRK 2,5/4A | ZSL 2,5/4A

ZRK 4/2A | ZSL 4/2A

ZRK 4/2A | ZSL 4/2A

ZRK 4/2A | ZSL 4/2A

ZRK 4/2A | ZSL 4/2A

ZRK 4/2A | ZSL 4/2A

ZRK 4/2A | ZSL 4/2A

ZAP end plates are usually inserted at the end

of a clamp point. If work is carried out within a

terminal block with different / various sized

terminal blocks, end plates must also be inserted

in order to ensure contact protection and the

safety of the fingers.

The outer dimensions of the end plates

correspond to the dimensions of the terminal

blocks.

Coloured end plates are often inserted in order

to mark a clear distinction between different

power circuits or voltage levels.

In addition, the use of end plates lengthens the

airways and leakage paths, which in turn

influence the rated voltage.

Rapid installation of the end plates is enabled by

notched plugs. 

Due to the special construction of the ZRK

series, no end plates must be inserted for

adjacent cross connectors with different

potentials.
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End plates for standard terminal blocks ZRK/ZSL

End plates for standard terminal blocks ZRKD/ZSLD

End plates for standard terminal blocks ZINI/ZAKTO

CONTA-CONNECT

Accessories Specific to the Tension Spring Connection System

End plates / Optical separation

6868

Type

ZAP 4/3A beige

ZAP 4/3A blue

ZAP 4/3A orange

ZAP 4/3A green

ZAP 4/3A red

ZAP 4/3A yellow

ZAP 4/4A beige

ZAP 4/4A blue

ZAP 4/4A orange

ZAP 4/4A green

ZAP 4/4A red

ZAP 4/4A yellow

ZAP 6/2A beige

ZAP 6/2A blue

ZAP 6/2A orange

ZAP 6/2A green

ZAP 6/2A red

ZAP 6/2A yellow

ZAP 10/2A beige

ZAP 10/2A blue

ZAP 10/2A orange

ZAP 10/2A green

ZAP 10/2A red

ZAP 10/2A yellow

ZAP 16/2A beige

ZAP 16/2A blue

ZAP 16/2A orange

ZAP 16/2A green

ZAP 16/2A red

ZAP 16/2A yellow

Cat. no.

3704.2

3704.5

3704.3

3704.1

3704.9

3704.8

3705.2

3705.5

3705.3

3705.1

3705.9

3705.8

3760.2

3760.5

3760.3

3760.1

3760.9

3760.8

3788.2

3788.5

3788.3

3788.1

3788.9

3788.8

3799.2

3799.5

3799.3

3799.1

3799.9

3799.8

Colour

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

Width

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

Qty. p. pck.

50

50

50

50

50

50

50

50

50

50

50

50

20

20

20

20

20

20

20

20

20

20

20

20

20

20

20

20

20

20

For terminal

ZRK 4/3A | ZSL 4/3A 

ZRK 4/3A | ZSL 4/3A

ZRK 4/3A | ZSL 4/3A

ZRK 4/3A | ZSL 4/3A

ZRK 4/3A | ZSL 4/3A

ZRK 4/3A | ZSL 4/3A

ZRK 4/4A | ZSL 4/4A

ZRK 4/4A | ZSL 4/4A

ZRK 4/4A | ZSL 4/4A

ZRK 4/4A | ZSL 4/4A

ZRK 4/4A | ZSL 4/4A

ZRK 4/4A | ZSL 4/4A

ZRK 6/2A | ZSL 6/2A

ZRK 6/2A | ZSL 6/2A

ZRK 6/2A | ZSL 6/2A

ZRK 6/2A | ZSL 6/2A

ZRK 6/2A | ZSL 6/2A

ZRK 6/2A | ZSL 6/2A

ZRK 10/2A | ZSL 10/2A 

ZRK 10/2A | ZSL 10/2A

ZRK 10/2A | ZSL 10/2A

ZRK 10/2A | ZSL 10/2A

ZRK 10/2A | ZSL 10/2A

ZRK 10/2A | ZSL 10/2A

ZRK 16/2A | ZSL 16/2A

ZRK 16/2A | ZSL 16/2A

ZRK 16/2A | ZSL 16/2A

ZRK 16/2A | ZSL 16/2A

ZRK 16/2A | ZSL 16/2A

ZRK 16/2A | ZSL 16/2A

Type

ZAPD 2,5 beige

ZAPD 2,5 blue

ZAPD 2,5 orange

ZAPD 2,5 green

ZAPD 2,5 red

ZAPD 2,5 yellow

Cat. no.

3756.2

3756.5

3756.3

3756.1

3756.9

3756.8

Colour

beige

blue

orange

green

red

yellow

Width 

2 mm

2 mm

2 mm

2 mm

2 mm

2 mm

Qty. p. pck.

20

20

20

20

20

20

For terminal

ZRKD 2,5 | ZSLD 2,5

ZRKD 2,5 | ZSLD 2,5

ZRKD 2,5 | ZSLD 2,5

ZRKD 2,5 | ZSLD 2,5

ZRKD 2,5 | ZSLD 2,5

ZRKD 2,5 | ZSLD 2,5

Type

ZAP/TW/ZIZA 1,5/3 beige

ZAP/TW/ZIZA 1,5/4 beige

Cat. no.

3746.2

3747.2

Colour

beige

beige

Width 

5 mm

5 mm

Qty. p. pck.

20

20

For terminalZIZA 1,5/3 |

ZIZA 1,5/3/PE

ZIZA 1,5/4 | ZIZA 1,5/4/PE

End plates for standard terminal blocks ZIKD/ZVMAK

Type

ZAP/ID 2,5 beige

ZAP/ID 2,5 blue

ZAP/ID 2,5 orange

ZAP/ID 2,5 green

ZAP/ID 2,5 red

ZAP/ID 2,5 yellow

ZAP/MA beige

ZAP/MA blue

Cat. no.

3761.2

3761.5

3761.3

3761.1

3761.9

3761.8

3762.2

3762.5

Colour

beige

blue

orange

green

red

yellow

beige

blue

Width

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

Qty. p. pck.

20

20

20

20

20

20

20

20

For terminal

ZIKD 2,5

ZIKD 2,5

ZIKD 2,5

ZIKD 2,5

ZIKD 2,5

ZIKD 2,5

ZVMAK 2,5

ZVMAK 2,5



Accessories Specific to the Tension Spring Connection System

End plates / Optical separation

Marking adapter

6969

End plates for standard terminal blocks ZTRK

Type

ZAPT/2A beige

ZAPT/2A blue

ZAPT/2A orange

ZAPT/2A green

ZAPT/2A red

ZAPT/2A yellow

ZAPT/3A beige

ZAPT/3A blue

ZAPT/3A orange

ZAPT/3A green

ZAPT/3A red

ZAPT/3A yellow

ZAPT/4A beige

ZAPT/4A blue

ZAPT/4A orange

ZAPT/4A green

ZAPT/4A red

ZAPT/4A yellow

Cat. no.

3796.2

3796.5

3796.3

3796.1

3796.9

3796.8

3797.2

3797.5

3797.3

3797.1

3797.9

3797.8

3798.2

3798.5

3798.3

3798.1

3798.9

3798.8

Colour

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

beige

blue

orange

green

red

yellow

Width

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

1,5 mm

Qty. p. pck.

20

20

20

20

20

20

20

20

20

20

20

20

20

20

20

20

20

20

For terminal

ZTRK 2,5/2A

ZTRK 2,5/2A

ZTRK 2,5/2A

ZTRK 2,5/2A

ZTRK 2,5/2A

ZTRK 2,5/2A

ZTRK 2,5/3A

ZTRK 2,5/3A

ZTRK 2,5/3A

ZTRK 2,5/3A

ZTRK 2,5/3A

ZTRK 2,5/3A

ZTRK 2,5/4A

ZTRK 2,5/4A

ZTRK 2,5/4A

ZTRK 2,5/4A

ZTRK 2,5/4A

ZTRK 2,5/4A

C
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Marking adapter ZBA

Type

Type

Type/Colour beige

Cat. no./Qty. p. Pck.

For terminal

ZBA 1

ZBA 1

3745.2/20

ZRKD 2,5

ZBA 2

ZBA 2

3786.2/50

ZIZA 1,5/

ZMP 1,5

ZBA 2/Z

ZBA 2/Z

3787.2/50

ZMP 1,5

ZBA 2/Z/H

ZBA 2/Z/H

99152.5/50

ZMP 1,5

ZBA 3

ZBA 3

3813.2/50

ZIKD

Type

CS 0,5 A blue

CS 1 A black

CS 2 A orange

CS 3 A violet

CS 4 A pink

CS 5 A light brown

CS 7,5 A brown

CS 10 A red

CS 20 A yellow

Cat. no.

3170.5

3170.4 

3170.3 

3170.0 

3170.7

3170.2 

3170.6 

3170.9 

3170.8

Colour

blue

black

orange

violet

pink

light brown

brown

red

yellow

Qty. p. pck.

100

100

100

100

100

100

100

100

100

For terminal

ZTRK 2,5/…/OT

ZTRK 2,5/…/OT

ZTRK 2,5/…/OT

ZTRK 2,5/…/OT

ZTRK 2,5/…/OT

ZTRK 2,5/…/OT

ZTRK 2,5/…/OT

ZTRK 2,5/…/OT

ZTRK 2,5/…/OT

Coding of fuses
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Test Adapter ZTA

Dimension

height to be added to each terminal block mm

Length mm

Butt mounting mm

Type

Type

Cat. no./Qty. p. pck.

Connection specifications

Flexible mm2

Insulation stripping length mm

For terminal

ZTA 2,5

31

32,3

5

ZTA 2,5

3740.2/10

0,5-1

5

ZSRK 2,5...   ZSLN 2,5...   

ZRK 2,5...     ZSL 2,5...

ZRKD 2,5...  ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

ZTA 4

31

32,3

6 

ZTA 4

3741.2/10

0,5-1

5

ZRK 4…     

ZSL 4…

ZTA 6

31

32,3

8

ZTA 6

3772.2/10

0,5-1

5

ZRK 6/2A

ZSL 6/2A

ZTA 16

31

32,3

12 

ZTA 16

3810.2/10

0,5-1

5

ZRK 16/2A

ZSL 16/2A 

ZTA 10

31

32,3

10 

ZTA 10

3790.2/10

0,5-1

5

ZRK 10/2A

ZSL 10/2A

Test Plug PS

Type

Type

Cat. no./Qty. p. pck.

For terminal

Test Adapter ZTA

With the test adapters ZTA, which can be attached to any number of poles by means of notched plugs, the examination of manufactured terminal

blocks can be performed quickly and securely. Every spring terminal has a corresponding test pick-up through which the potential conducting contact

rail is contacted.

Test Plug PS

The test plug PS 2.3 allows a direct measurement at the test pick-up

of the respective terminal in the 2.5 mm2 and 4 mm2 cross section range.

As opposed to the ZTA, the test probe PS does not click into place

mechanically with the terminal.

PS 2.3

PS 2.3

2007.0/20

ZTA 2,5

ZSRK 2,5... | ZSLN 2,5...   

ZRK 2,5... | ZSL 2,5...

ZRKD 2,5... | ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

ZRK 4...

Fourfold Cover ZAD

Dimension

for terminal width mm

Type

Type

Cat. no./Qty. p. pck.

For terminal

Fourfold Cover ZAD

The VDE regulations require that mains terminals be covered. The yellow ZAD covers marked with a bolt of lightning close off the actuating channel

and therefore prevents the live clamping point from being activated.

ZAD 2,5

5,1

ZAD 2,5/4 B

3706.0/20

ZSRK 2,5... |ZSLN 2,5...  

ZRK 2,5...  |ZSL 2,5...

ZRKD 2,5... |ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

ZAD 4

6,1

ZAD 4/4 B

3707.0/20

ZRK 4...

ZSL 4...

ZAD 6

8,1

ZAD 6/4 B

3708.0/20

ZRK 6/2A

ZSL 6/2A

ZAD 10

10,1

ZAD 10/4 B

3709.0/20

ZRK 10/2A

ZSL 10/2A

ZAD 16

12,0

ZAD 16/4 B

3801.0/20

ZRK 16/2A

ZSL 16/2A

Accessories Specific to the Tension Spring Connection System

Testing / Examination
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Reducing Sleeves ZRH

In order to be able to contact small wires securely without splitting off the individual litz at the clamping point, CONTA-CLIP offers reducing sleeves

for the 2.5 mm2 and 4 mm2 cross section range. By inserting the reducing sleeves ahead of time, proper connection is ensured.

Fuse Holders ZS/ …/ …/ZTRK

The plug-in fuse holders ZS/ …/ …/ZTR are available with and without status display. Combined with the ground terminals ZTRK 2,5 they offer

a greater flexibility, easy handling and great diversity in the 5 x 20 mm range of fine fuses. With a module dimension of only 5 mm, the space

requirement is calculated as small as possible.

Reducing Sleeves ZRH

Type

Type

Cat. no./Qty. p. pck.

For terminal

ZRH 2,5

for conductor 0,13-0,2 mm2

Type

ZRH 2,5/0,13-0,2 white

3750.7/1000

ZSRK 2,5... | ZSLN 2,5...

ZRK 2,5...  | ZSL 2,5...

ZRKD 2,5...| ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

ZRH 2,5

for conductor 0,25-0,5 mm2

Type

ZRH 2,5/0,25-0,5 grey

3751.6/1000

ZSRK 2,5... | ZSLN 2,5...

ZRK 2,5... | ZSL 2,5...

ZRKD 2,5...| ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

ZRH 2,5

for conductor 0,75-1 mm2

Type

ZRH 2,5/0,75-1,0 black

3752.4/1000

ZSRK 2,5... | ZSLN 2,5...

ZRK 2,5...   | ZSL 2,5...

ZRKD 2,5... | ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

ZRH 4

for conductor 0,13-0,2 mm2

Type

ZRH 4/0,13-0,2 white

3753.7/1000

ZRK 4...

ZSL 4...

ZRH 4

for conductor 0,25-0,5 mm2

Type

ZRH 4/0,25-0,5 grey

3754.6/1000

ZRK 4...

ZSL 4...

ZRH 4

for conductor 0,75-1 mm2

Type

ZRH 4/0,75-1,0 black

3755.4/1000

ZRK 4...

ZSL 4...

Fuse Holders ZS/…/…/ZTRK

Type

Type

Cat. no./Qty. p. pck.

For terminal

ZS/H0/ZTR

without status display

Type

ZS/H0/ZTR

3635.2/20

ZTRK 2,5...

ZS/H1/ZTR/36

10-36V with status display

Type

ZS/H1/ZTR/36

3631.2/20

ZTRK 2,5...

ZS/H2/ZTR/70

35-70V with status display

Type

ZS/H2/ZTR/70

3632.2/20

ZTRK 2,5...

ZS/H3/ZTR/150

60-150V with status display

Type

ZS/H3/ZTR/150

3633.2/20

ZTRK 2.5...

ZS/H4/ZTR/250

140-250V with status display

Type

ZS/H4/ZTR/250

3634.2/20

ZTRK 2,5...

BW 1/BW 2

Type

BW 1

3778.0/1

BW 2

3779.0/1

ZSRK 2,5... | ZSLN 2,5...

ZRK 2,5...  | ZSL 2,5...

ZRKD 2,5...| ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

BW 3/BW 4

Type

BW 3

3780.0/1

BW 4

3781.0/1

ZSRK 2,5... | ZSLN 2,5...

ZRK 2,5... | ZSL 2,5...

ZRKD 2,5...| ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

BW 5/BW 6

Type

BW 5

3782.0/1

BW 6

3802.0/1

ZSRK 2,5... | ZSLN 2,5...

ZRK 2,5...  | ZSL 2,5...

ZRKD 2,5...| ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

BW 7/BW 8

Type

BW 7

3803.0/1

BW 8

3804.0/1

ZSRK 2,5... | ZSLN 2,5...

ZRK 2,5...  | ZSL 2,5...

ZRKD 2,5...| ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

BW 9/BW 10

Type

BW 9

3805.0/1

BW 10

3806.0/1

ZSRK 2,5... | ZSLN 2,5...

ZRK 2,5...  | ZSL 2,5...

ZRKD 2,5...| ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

Actuating Tools

Type

Type

Cat. no../Qty. p. pck.

Type

Cat. no./Qty. p. pck.

For terminal

BWMA 1

Type

BWMA 1

3808.0/1

ZSRK 2,5... | ZSLN 2,5...

ZRK 2,5...  | ZSL 2,5...

ZRKD 2,5...| ZSLD 2,5...

ZIKD 2,5...

ZTRK 2,5...

ZVMAK 2,5

ZIZA 1,5...

ZRK 4...

Actuating Tools BW 1 to BW 10 and BWMA 1

The spring terminals in the 2.5 mm2 cross section range are to be activated using the fully insulated actuating tools BW 1 to 10 and the metal tool

BWMA 1. Using the “BW” special tools, it is possible to open or more clamp points simultaneously. The plastic “BWs” offer the extra advantage of

increased safety when working on systems in operation.

Accessories Specific to the Tension Spring Connection System
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